65" Street Center/P07-063 July 22, 2008

F

Plan Review: The Plan Review of a 240,970 square foot commercial

mixed-use project on approximately 10.6 acres in the General Commercial
Transit Overlay (C-2-TO) zone is approved subject to the following conditions of
approval:

F1.

a.

Current Planning
Obtain all necessary building permits prior to construction.

Comply with all mitigation measures as outlined in the attached Mitigation
Monitoring Plan (MMP). Compliance with each mitigation measure shall
be verified prior to the issuance of building permits, as appropriate, and as
outlined in the MMP.

Development of this site shall conform with the attached plans (Exhibits F-
1-F-20). Any modification to the project shall be subject to review and
approval by planning staff prior to the issuance of building permits. Any
significant modification to the project shall require subsequent
entitlements.

The 65" Street Center hours of operation shall be no earlier than six a.m.
and no later than ten p.m. except restaurant use(s) which may extend to
11 p.m. Deliveries may occur no later than 9:30 p.m. seven days a week
and no earlier than 6 a.m. Monday through Friday and no earlier than 7
a.m. on Saturday and Sunday.

The retail stores’ architectural design (65" Street-Retail D) and 4" Avenue
(Retail A, B, and C) shall be submitted to Design Review staff for review
and approval prior to the issuance of any building permits for each
building as development occurs.

The office building refurbishment design shall be submitted to Design
Review staff for review and approval prior to the issuance of building
permits for interior or exterior building permits.

The applicant, or any other occupant, owner or operator of this building
shall be prohibited from hanging any banners from or on the exterior of
the building or any other structure or plant material.

The applicant or owner/operator of this business shall operate and
maintain closed circuit television camera(s) to provide surveillance in all
parking areas and along the east and north sides of the Target building.

The developer shall implement all trip reduction measures as outlined in

the Traffic Management Plan (TMP) (see Attachment 6 for the Draft
TMP).
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Ji The developer shall implement physical measures to retain all shopping
carts within the 65" Street Center boundary.

K. Project phasing shall include development of a contingency plan (to be
reviewed and approved by the planning director and the City of
Sacramento Parks and Recreatlon Department-Landscape Division) for
the landscaping of the 4™ Avenue Retail site (Retail-Phase Ill as shown in
Exhibit C-8) with drought tolerant landscaping and |rr|gat|0n The plan
shall be implemented should development of the 4™ Avenue Retail site
not be initiated prior to the issuance of the Certificate of Occupancy
(temporary or final) for the Target building. Should the contingency plan
be required to be implemented, issuance of the Final Certificate of
Occupancy for the Target shall be withheld until said irrigation and
landscaping is installed to the satisfaction of the City of Sacramento Parks
and Recreation-Landscape Division.

The applicant/owner shall be responsible for the daily removal of all litter
generated by the business, from the subject site, adjacent properties, and
streets within a one-block radius of the 65" Street Center.

m. Continuous 6" high, 6" wide concrete curbing shall be provided around all
planter areas within or adjacent to parking areas and driveways.

n. All pedestrian pathways shall be specially colored and stamp patterned
asphalt when crossing any vehicle pathway(s).

0. The north-south pedestrian pathway bisecting the first level parking lot
shall be specially colored and stamped asphalt, shall be adequately lit for
safe pedestrian passage day or night, and shall have directional signage
flagging the pathway and its location, along the entirety of the pathway.

p. Shopping cart barns shall be located as shown on the Street Level Site
Plan.

g.  Comply with the approved 65" Street Center Signage Master Plan -Exhibit
C-20

I All mechanical equipment shall be screened. All rooftop mechanical and
communications equipment shall be completely screened from view from
public streets and the adjacent homes by the building parapet, and/or
architectural projections that are integral to the building design.

S. The tower design shall be reviewed and approved by the planning director
prior to the issuance of any building permits for the Target building.
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F2.

F3.

Landscaping:

Landscaping shall be provided, as allowed, to screen ground-mounted
mechanical equipment, backflow preventors, transformers, and other
similar appurtenances to the satisfaction of the Planning Director.

Prior to issuance of building permits, submit to Planning-Site Design
group for review and approval landscape plans exhibiting the following
criteria: Thirty percent of the trees shall be a minimum 24" box size; the
remaining trees shall be a minimum 15 gal. container size. A mix of
shrubbery and groundcover shall be planted and maintained throughout
the plaza area. Drought tolerant groundcover shall be planted to cover all
planter soil areas within 2 years of installation. All landscape areas shall
have automatic irrigation installed and operational.

Adequate spacing will be provided between the trees to allow the trees to
obtain full maturity growth potential. If groundcover is contraindicated
beneath the trees a covering 6” deep with mulch shall be applied and
maintained in perpetuity beneath and around the trees to an average
diameter of six feet around the base of each tree.

Details of the outdoor furniture and accessories shall be provided the
planning director for review and approval prior to the issuance of building
permits. For example, the arbors, decorative stone seating wall(s) and
fountains, trash containers and metal benches, to name some but not all
outdoor furniture and accessories.

The owner/operator/owner’s association shall maintain the grounds and
landscaped areas in a clean, weed free and groomed manner.
Landscaping shall be replaced with live, healthy plants, trees and turf as
needed if original landscaping dies;

Trash Enclosures:

Trash enclosures shall be constructed of concrete block or similar
masonry material and finished with a material that is compatible in color
and texture to the building facades;

The trash enclosure and recycling enclosure (if separate) facility shall be
designed to allow walk-in access without having to open the main
enclosure gates.

The trash enclosure shall be screened with landscaping, including a

combination of shrubs and/or climbing evergreen vines and shall be
automatically irrigated.
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F4.

F5.

Exterior Lighting:

Lighting fixtures shall be of a high quality decorative design, having a color
and style, which is compatible with the building architecture, as
determined by the Planning Director.

Lighting shall be designed so as not to produce hazardous and annoying
glare to motorists and building occupants, adjacent residents, or the
general public.

Each building address number shall be illuminated;

The height of pole mounted light fixtures shall be no more than +14 feet in
height.

Adequate overall exterior site lighting shall be installed and shall be
coordinated with the landscaping plan so there is minimal interference
between the light standards and required illumination and the trees and
required shading. Project lighting shall be provided as follows: 1.5
foot-candles of minimum maintained illumination per square foot of
parking space during business hours and .25 foot-candles of minimum
maintained illumination per square foot of surface on any walkway,
alcove, passageway, etcetera, from one-half hour before dusk to one-half
hour after dawn. All light fixtures are to be vandal-resistant. On-site
lighting shall be shielded from adjacent parcels and the street so the
on-site illumination will not shine on to, or impact the adjacent residential
properties or the street.

Signage:

The project signage shall comply with the 65" Street Center Signage
Master Plan.

All signage shall comply with the Cita: of Sacramento’s Sign Ordinance
unless otherwise indicated in the 65" Street Center Signage Master Plan.

A maximum of eleven (11) attached signs are approved for the major
tenant with a total sign area of +1,200 sq. ft. as shown on the attached
exhibits, including the parking signs with logo attached, and two detached
signs are approved with a total sign area of +250 sq. ft. Directional
parking signs K-1 and K-2 are permitted the Target logo. All other
directional signs must meet the City Sign Code requirements for size and
content for Exempt signs.

Comply with the attached 65" Street Center Signage Master Plan.
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F8.

Development Engineering

Construct standard improvements as noted in these conditions pursuant
to section 16.48.110 of the City Code. All improvements shall be
designed and constructed to the satisfaction of the Development
Engineering Division. Improvements required shall be determined by the
city. Any public improvement not specifically noted in these conditions or
on the Tentative Map shall be designed and constructed to City
standards. This shall include street lighting and the repair or
replacement/reconstruction of any existing deteriorated curb, gutter and
sidewalk fronting the property per City standards and to the satisfaction of
the Development Engineering Division;

Dedicate sufficient right-of-way and construct a third north-bound lane
along 65" street and within the project's frontage. The construction of
65"street shall be consistent with the City’s 6-lane arterial standard (half
section). 65" street shall have separated sidewalks. The third lane shall
terminate at the east-bound highway US50 on-ramp;

The applicant shall dedicate sufficient right-of-way (if needed) and
reconstruct the 4" Avenue frontage to include separated sidewalks to the
satisfaction of the Development Engineering Division;

The applicant shall construct a raised curb along the left turn pocket on
south-bound 65" Street to prohibit any left-in and left-out movements from
the existing shared driveway on 65" Street. The construction of the raised
curb shall be to the satisfaction of the development Engineering Division.
The south-bound left turn pocket stacking should be maximized as much
as possible;

All driveways shall be designed and constructed to City Standards to the
satisfaction of the Development Engineering Division. This shall include
any existing drlveways that do not meet Current ADA standards. The one
main driveway along 4™ Avenue (Full access driveway) could be
constructed with round corners if the applicant desires;

As the required improvements at the intersection of 65" Street and 4"
Avenue are being designed and constructed (Medians and curbs), the
design of those curbs and improvements shall accommodate the turning
radius of a WB62 Design Vehicle (Large Trucks) entering and exiting 4th
Avenue from 65th Street to the satisfaction of the Development
Engineering Division;

The applicant shall extend the existing west-bound right turn and left turn

lane pockets along 4™ Avenue to be a minimum of 300-feet long. The
extension of the pockets shall include a raised curb to prevent left-in and
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left-out movements from the western most driveway along 4" Avenue and
new striping to the satisfaction of the Development Engineering Division;

h. The applicant shall construct a pedestrian crosswalk along 4" Avenue to
the satisfaction of the Development Engineering Division. The cross walk
construction shall include ADA compliant ramps;

i. The applicant shall reconstruct the entrance to the existing East-Bound
US-50 on-ramp to be consistent with the 65" Street pedestrian and
bicycle accessibility study and to the satisfaction of the Development
Services Department and the Transportation Department. The
reconstruction of the ramp shall also require Caltrans approval;

J- The applicant shall construct a new crosswalk at the 65" street and U.S.
Highway 50 eastbound off ramp intersection (as shown in 65" Street
pedestrian and bicycle aCCESSlbIhty study) that connects the Kroy pathway
with the east side of 65" Street to the satisfaction of the Development
Engineering Division and the Transportation Department. The
construction of the new crosswalk shall include any needed ADA ramps
on both sides of 65" Street, the construction of a raised median, and
modifications to the existing signal to include pedestrian actuated signal
equipment;

k. The design and placement of walls, fences, signs and Landscaping near
intersections and driveways shall allow stopping sight distance per
Caltrans standards and comply with City Code Section 12.28.010 (25'
sight triangle). Walls shall be set back 3' behind the sight line needed for
stopping sight distance to allow sufficient room for pilasters. Landscaping
in the area required for adequate stopping sight distance shall be limited
3.5'in height. The area of exclusion shall be determined by the
Development Engineering Division;

l. All right-of-way and street improvement transitions that result from
changing the right-of-way of any street shall be located, designed and
constructed to the satisfaction of the Development Engineering Division.
The center lines of such streets shall be aligned:;

m. Construct and!or reconstruct A.D.A. compliant ramps at the intersection of
65"street and 4"Avenue per City standards and to the satisfaction of the
Development Engineering Division;

n. The applicant shall make provisions for bus stops, shelters, transit
centers, etc. to the satisfaction of Regional Transit;

0.  The applicant shall participate in the South 65" Street Area Plan (when
Created) and pay all appropriate fees to the satisfaction of the
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q.

F9.

Development Services Department and the Planning Department;

Prior to obtaining a Certificate of Occupancy, the applicant shall form a
Business Association (BOA). CC&R's shall be approved by the City and
recorded assuring maintenance of private roadway(s). The Business
Association shall maintain all private streets, lights, Private Utilities,
common landscaping and common areas;

The site plan shall conform to A.D.A. requirements in all respects;

Utilities

The following are conditions to be placed on the Plan Review to develop a
+238,797 square foot mixed-use project (major project) within the General
Commercial Transit Overlay (C-2-TO) zone, that shall be approved by the

Department of Utilities (DOU) prior to issuance of the building permit.

a.

Per City Code 13.04.070 and the Departments current Tap Policy,
commercial lots may have more than 1 domestic tap. Any new domestic
water services shall be metered. Excess domestic water services must be
abandoned to the satisfaction of the DOU.

All water connections shall comply with the City of Sacramento’s Cross
Connection Control Policy.

Prior to the submittal of improvement plans, prepare a project specific
water study for review and approval by the DOU. The water distribution
system shall be designed to satisfy the more critical of the two following
conditions: (1) at maximum day peak hour demand, the operating or
"residual" pressure at all water service connections shall be at least 30
pounds per square inch, (2) at average maximum day demand plus fire
flow, the operating or "residual” pressure in the area of the fire shall not be
less than 20 pounds per square inch. The water study shall determine if
the existing and proposed water distribution system is adequate to supply
fire flow demands for the project. A water supply test is required for this
project. For water supply test contact Permit Center. Contact the DOU
for the pressure boundary conditions to be used in the water study.

Each parcel shall have a separate street tap for metered irrigation service.
Per City Code, the point of service for water, sewer and storm drain
service is located at the back of curb for separated sidewalks and at the

back of sidewalk for attached sidewalks.

The onsite water, sewer and storm drain systems shall be private systems
maintained by the property owner.
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g. The applicant shall enter into and record and Agreement of Conveyance
of Easements with the City, in a form acceptable to the City Attorney,
stating that each lot/parcel shall convey to the remaining lots/parcel, as
needed private easements for storm drainage, sanitary sewer and water,
at no cost at the time of sale or other conveyance of any lot/parcel. A
note stating the following shall be placed on the Final Map: “THE
LOTS/PARCELS CREATED BY THIS MAP SHALL BE DEVELOPED IN
ACCORDANCE WITH RECORD AGREEMENT FOR CONVEYANCE OF
EASEMENTS # (BOOK , PAGE |

h. A sanitary sewer study described in Section 9.9 of the City Design and
Procedures Manual is required. This study and shed map shall be
approved by the DOU. There is an existing 6” sewer main in 4" avenue.
The Applicant/Developer shall either replace the existing 6”S main
between MH#615 & MH #910 with a 10"S main or construct a new 8"
sewer main between MH#616 & MH#630 to direct flows to existing 14"S
main in Broadway. Sewer mains shall be aligned and constructed to the
satisfaction of DOU.

I. This project is served by the Combined Sewer System (CSS). Therefore,
the developer/property owner will be required to pay the Combined Sewer
System Development Fee prior to the issuance of any building permit.
The impact to the CSS due to the mixed-use development is estimated to
be 40 ESD for the proposed buildings. Credit will be given for the existing
facilities (31 ESD) as an office use of 0.2 ESD/1000 SF. The Combined
Sewer System fee at time of building permit is estimated to be $945.00
plus any increases to the fee due to inflation. This fee may change based
on the final plan layout.

J. An on-site surface drainage system is required and shall be connected to
the street drainage system by means of a storm drain service tap. All on-
site systems shall be designed to the standard for private storm drainage
systems (per Section 11.12 of the Design and Procedures Manual).

k. Lot pad elevations shall be a minimum of 1.5 feet above the local
controlling overland release elevation and a minimum of 1.2 feet above
the highest adjoining back of sidewalk elevation. Finished lot pad
elevations shall be accepted by the Department of Utilities.

A grading plan showing existing and proposed elevations is required.
Adjacent off-site topography shall also be shown to the extent necessary
to determine impacts to existing surface drainage paths. At a minimum,
one-foot off-site contours within 100 feet of the project boundary are
required (per Plate 2, page 3-7 of the City Design and Procedures
Manual). No grading shall occur until the grading plan has been reviewed
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and approved by the DOU.

m. This project is greater than 1 acre in size; therefore, the project is required
to comply with the State “NPDES General Permit for Stormwater
Discharges Associated with Construction Activity” (State Permit). To
comply with the State Permit, the applicant will need to file a Notice of
Intent (NOI) with the State Water Resources Control Board (SWRCB) and
prepare a Stormwater Pollution Prevention Plan (SWPPP) prior to
construction. A copy of the State Permit and NOI may be obtained from
www.swrcb.ca.gov/stormstr/construction.html. The SWPPP will be
reviewed by the DOU prior to issuing a grading permit. The following
items shall be included in the SWPPP: (1) vicinity map, (2) site map, (3)
list of potential pollutant sources, (4) type and location of erosion and
sediment BMP’s, (5) name and phone number of person responsible for
SWPPP and (6) certification by property owner or authorized
representative.

n. The applicant must comply with the City of Sacramento's Grading, Erosion
and Sediment Control Ordinance. This ordinance requires the applicant
to prepare erosion and sediment control plans for both during and after
construction of the proposed project, prepare preliminary and final grading
plans, and prepare plans to control urban runoff pollution from the project
site during construction.

0. Post construction, storm water quality control measures shall be
incorporated into the development to minimize the increase of urban
runoff pollution caused by development of the area. Since the project is
not served by a regional water quality control facility, both source controls
and on-site treatment control measures are required. Specific source
controls are required for (1) commercial/industrial material storage, (2)
commercial/industrial outdoor loading/unloading of materials, (3)
commercial/industrial vehicle and equipment fueling, (4)
commercial/industrial vehicle and equipment maintenance, repair and
washing, (5) commercial/industrial outdoor process equipment operations
and maintenance and (6) commercial/industrial waste handling. Storm
drain message is required at all drain inlets. On-site treatment control
measures may affect site design and site configuration and
therefore, should be considered during the early planning stages.
Improvement plans must include the source controls and on-site treatment
control measures selected for the site. Refer to the “Stormwater Quality
Design Manual” dated May, 2007 for appropriate source control
measures. A Water Quality Maintenance Agreement between the City
and owner shall be executed prior to the issuance of a Building Permit
and approved by the City Attorney. Please contact Department of
Utilities, Sherill Huun at (916) 808-1455 (shuun@cityofsacramento.org) to
coordinate execution of this Agreement.
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Advisory notes for the Plan Review:

F10.

Many projects within the City of Sacramento require on-site booster
pumps for fire suppression and domestic water systems. Prior to
design of the subject project, the DOU suggests that the applicant request
a water supply test to determine what pressure and flows the surrounding
public water distribution system can provide to the site. This information
can then be used to assist the engineers in the design of the on-site fire
suppression system.

Multiple fire services are allowed per parcel and may be required.

The proposed project is located in the Flood zone designated as an X
zone on the Federal Emergency Management Agency (FEMA) Federal
Insurance Rate Maps (FIRMs) that have been revised by a Letter of Map
Reuvision effective February 18, 2005. Within the X zone, there are no
requirements to elevate or flood proof.

Police Department
Lighting & Landscaping

It is imperative that any landscaping plan is coordinated with the lighting
plan to ensure proper illumination and visibility is maintained through the
maturity of the trees and shrubs. [f landscaping overwhelms the lighting
and reduces visibility in and out of the business, it will create an
environment for crime to occur. In order to preserve visibility, we
recommend shrubs that mature around 2’ tall, and bushes or trees with
canopy no lower than 8'tall.

Dumpster enclosures shall be lockable. Hostile vegetation, such as
shrubs with thorns or leaf shapes that make them very undesirable for
people to walk through, is highly recommended. For example, hostile
shrubbery is recommended around dumpster enclosures to help prevent
undesirable access to the dumpster as well as around the parking
structure.

Benches, trash-cans, and bicycle racks should be constructed in a
manner consistent with crime prevention strategies and placed in highly
visible locations. Exterior benches should be designed to discourage
loitering and sleeping by utilizing partitions or circular designs that wrap
around trees or poles. Wrought iron benches are desirable because they
provide a fireproof design that is difficult to damage and is easily secured
to the ground.

Exterior trash-cans should be visibly open to discourage unlawful use. As

133



65" Street Center/P07-063 July 22, 2008

with benches, trash receptacles should be designed to be vandal
resistant. Wrought iron designs are fireproof, can be easily secured to the
ground and cannot be easily broken and utilized as a weapon or
projectile.

The applicant shall be responsible for the daily removal of all litter
generated by the business, from the subject site, the adjacent property
and street.

Trash enclosure areas, such as those used for dumpsters, can be used
as ambush points by criminals. The preferred option for these areas is
wrought iron enclosures that remain locked. Any other non-transparent
enclosure is not recommended, but if selected, must also remain locked.

Parking areas and pedestrian pathways must have sufficient lighting.
Lighting must minimally meet IESNA standards. Consideration should
be given to doubling or tripling the foot candle output in the parking area.
Lighting must also be uniform and efforts should be made to avoid glare
and light trespass. Fixtures must be vandal resistant. Full cut off wall
packs and shoebox fixtures are recommended for parking lots, walkways
and around buildings because they help eliminate glare and light trespass.
For exterior lighting, metal halide or induction lights are recommended.
This lighting provides a clear white light that allows for true color rendition
and the ability to better recognize potential threats. For some applications
such as doorways, a compact fluorescent white bulb can be used.

The lighting plan must address issues such as shadows that will be
created by awnings and/or canopies that are planned to shade business
windows. Lighting solutions under these structures must be implemented.

In order to help prevent after-hours crime, interior night lights, left on after
the business is closed, will help patrolling police officers see inside the
business.

Parking Areas

Entrances to the parking areas and other highly visible locations on-site
shall be posted with appropriate signs per 22658 (a) CVC to assist in
removing vehicles at the property owner/manager’s request.

Parking Garage shall have emergency alarms/call box located at every
end (north, East, South,West) of the parking structure. The call box will
be connected to store security dispatch. Proper signage must be in place
to advise any user that the phone/alarm system doesn’t connect to
Sacramento Police Department directly, but to the onsite security and is
only in use during security business hours.
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During business hours, uniformed security guards shall patrol the parking
structure to help reduce criminal activity and loitering.

After hour employees shall have a designated parking area close to the
building in order to eliminate the need to walk through parking structure at
night.

The parking structure should be fenced with wrought iron fencing to allow
sight into and out of the structure and to eliminate the potential for a
criminal to enter and exit unnoticed. There shall be a designated entrance
and exit that shall be enforced by security and monitored by cameras.
Pedestrian walkways/exits should be well marked and placed at the
opposite ends of the entrance/exit area.

Shubbery around the parking structure should be kept to a maximum
height of 2'. Ground cover is preferred.

Parking areas and pedestrian pathways must have sufficient lighting.
Lighting must minimally meet IESNA standards. Consideration should
be given to doubling or tripling the foot candle output in the parking area.
Lighting must also be uniform and efforts should be made to avoid glare
and light trespass. Fixtures must be vandal resistant. Full cut off wall
packs and shoebox fixtures are recommended for parking lots, walkways
and around buildings because they help eliminate glare and light trespass.
For exterior lighting, metal halide or induction lights are recommended.
This lighting provides a clear white light that allows for true color rendition
and the ability to better recognize potential threats. For some applications
such as doorways, a compact fluorescent white bulb can be used.

Parking lots pose a risk for crime. Public perception and fear of crime in
these areas is high. Consequently, any parking areas should incorporate
crime preventing design strategies. Additional crime preventing efforts in
these areas will improve overall public perception of the business, which
will encourage patronage. If it is possible to do so, consideration should
be given to doubling or tripling the foot candle output of the parking lot
lighting.

Convex mirrors shall be placed in the parking structure to provide a line of
sight in and around any blind spots.

Visibility
A 180 degree viewing device, such as a peephole, shall be installed in:

1. All solid doors.
2. Any office which contains a safe.
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D.

V.

3 Any off where receipts are counted.
4, Any rear door used to admit employees or deliveries.

Windows shall remain free of literature and signage blocking the view into
the business.

Display counters shall be low enough that employees/cashiers have clear
visibility throughout the business.

None of the furniture shall block any exit.

Signage

In order to limit the potential for this site to become an attractive location for
loitering and other inappropriate or illegal behavior, adequate signage must be
installed prohibiting trespassing, loitering, and noise in accordance with Section
602 (k) of the California Penal Code and Section 9.16.140 of the Sacramento City

Code,

V.

Video Cameras

Closed circuit television cameras are recommended to monitor high risk areas
such as entry doors, cash register and safe. Installation of these devices at the
point of construction can greatly reduce crime in and around the business after
operations commence. If the applicant elects not to install cameras during the
construction phase, and security becomes an issue, and if deemed necessary by
the Sacramento Police Department, and subject to appeal only to the City
Council, the applicant shall then be required to install:

A.

VL.

Closed-circuit color video cameras to monitor all cash registers,
entrances, dining areas, restroom doors, parking lots and safes. Consider
exterior cameras on the corners, doors, and parking lot to create
comprehensive coverage.

Television style monitors for the cameras. One monitor shall be mounted
in a visible location near the entrance so that patrons can clearly see their
activities are being monitored when they come through the front door.
Another monitor shall be mounted in staff areas so that management staff
can monitor what the cameras see.

A digital video recorder (DVR) capable of storing a minimum of 7 days
worth of activity. A DVR capable of storing 30 days worth of activity is
preferable. The DVR must be kept in a secured area that is accessible
only to management.

Pay Phones
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VII.

VIIL.

No public telephone shall be installed on the premises.
Safes and Alarms

The main cashier counter shall be equipped with at least one central
station silent robbery alarm system and a telephone.

The applicant shall install a drop safe and post a sign indicating that
employees do not have access to the safe.

Safes shall have a minimum rating of TL-15 or class “C”.

A cash management policy is recommended to limit the cash on hand at
all times after 8 p.m.

Loitering

Signage with the following language shall be posted in a prominent
location:

UNLAWFUL TO ENTER, BE OR REMAIN ON ADJACENT PARKING
LOT OR ADJACENT PUBLIC SIDEWALK WITH AN OPEN ALCOHOLIC
BEVERAGE CONTAINER.

NO LOITERING IS ALLOWED ON OR IN FRONT OF THESE
PREMISES

Additional Use Conditions

The proprietor or his agent is responsible for reasonably controlling the
conduct of persons on or immediately adjacent to the site and shall
control behavior and noise, immediately disperse loiterers, and prevent
nuisance or unreasonable interference with adjacent properties.

Allillegal activities observed on or around the business shall be promptly
reported to the Police Department.

Height markers which display height measures are required at the
entrance of the business.

There shall be no video/arcade machines maintained upon the premises
at any time.

Whenever the business is open after 11 p.m. and before 5 a.m.:
T Two employees shall be on the premises at all times.
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Fi1l

2. The premises shall be locked; Customers shall not be allowed
inside.
3. Business shall only be conducted through an indirect pass-through

trough, trapdoor, or window.

The Police Department reserves the right to increase the minimum
number of security guards without further public hearings, should
continued criminal or neighborhood nuisance activity warrant it.

A crosswalk shall be made to allow pedestrians and bicyclists traveling on
4" Ave to cross safely. The crosswalk should be near the apartment
complex located south of 4" Ave.

Fire Department

Timing and Installation. When fire protection, including fire apparatus
access roads and water supplies for fire protection, is required to be
installed, such protection shall be installed and made serviceable prior to
and during the time of construction.

Provide a water flow test. (Make arrangements at the Permit Center walk-
in counter: 300 Richards Blvd, Sacramento, CA 95814). CFC 508.4

The furthest projection of the exterior wall of a building shall be accessible
from within 150 ft of an approved Fire Department access road and water
supply as measured by an unobstructed route around the exterior of the
building. (CFC 503.1.1) Parcel A isn’t meeting this requirement.
Sprinklers shall be required due to this rule and square footage.

Provide appropriate Knox access for site.

Roads used for Fire Department access that are less than 28 feet in width
shall be marked "No Parking Fire Lane" on both sides; roads less than 36
feet in width shall be marked on one side.

An automatic fire sprinkler system shall be installed in any portion of a
building when the floor area of the building exceeds 3,599 square feet.
Parking structure shall also be sprinklered.

Locate and identify Fire Department Connections (FDCs) on address side
of building no further than 50 feet and no closer than 15 feet from a fire
hydrant.

An approved fire control room shall be provided for all buildings protected
by an automatic fire extinguishing system. Fire control rooms shall be
located within the building at a location approved by the Chief, and shall
be provided with a means to access the room directly from the exterior.
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Durable signage shall be provided on the exterior side of the access door
to identify the fire control room. CFC 903.8

I Provide clear access to buildings openings, free to landscaping and other
obstructions. Exterior doors and openings required by this code or the
Building Code shall be maintained readily accessible for emergency
access by the Fire Department. CFC 504.1

F12. Parks

b. As per City Code, the applicant will be responsible to meet his/her
obligations regarding Title 18, 18.44 Park Development Impact Fee, due
at the time of issuance of a building permit. The total Park Development
Impact Fees due for this project are estimated at $81,930. This is based
on construction of a Target store and addition retail measuring a total of
240,970 square feet at the rate of $0.34 per square foot. This does not
include the existing office space that will be renovated, because this is an
existing use. No credit is provided for the removal of the 114,000 square
foot building, making way for the new Target store, because no Park
Development Impact Fees were paid on the original structure. Any
change in these factors will change the amount of the PIF due. The fee is
calculated using factors at the time that the project is submitted for
building permit.

Exhibits:

Exhibit F-1 Site Plan-Street Level

Exhibit F-2 Site Plan-2" Level

Exhibit F-3 Landscape Shading Plan

Exhibit F-4 Landscape Plan West

Exhibit F-5 Landscape Plan East

Exhibit F-6 Street Furniture Details

Exhibit F-7 On-Site Circulation Plan

Exhibit F-8 Phasing Plan

Exhibit F-9 Target Floor Plan

Exhibit F-10 Target Elevations

Exhibit F-11 Retail A and D Schematic Elevations
Exhibit F-12 Retail B and C Schematic Elevations
Exhibit F-13 Fire Access

Exhibit F-14 Color Rendering-65" Street Elevation
Exhibit F-15 Color Rendering- 4™ Avenue and 65" St. Elevations
Exhibit F-16 Color Rendering Looking Northeast
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